
FIND OUT MORE

@SBA_EarthmovingAttachments

Discover our 
Hydraulic Grab 
Range 



360° Hydraulic Rotation

• Engineered to handle load-bearing torque up 
to 6 tonnes for reliable performance

• Allows precise material placement and easy positioning, 
even in tight spaces

Self-Lubricating Rings

• Reduces maintenance time, lowers servicing costs, 
and ensures cleaner operation

Notched Shell System

• Bottom shell notches provide superior grip on wood, 
stone, and other irregular materials

500HB Reversible Counter Blade

• Hardened steel cutting edge delivers maximum 
durability

• Offers extended service life, lower wear costs, and a 
reversible design for longer use before replacement

Double-Acting Cylinder

• Delivers maximum force to the blade

• Provides stronger grip and improved breakout 
performance for compact machine applications

V-Shaped Frame Design

• Boosts volume capacity while safeguarding 
the cylinder system

• Enhances productivity per grab and increases 
overall durability

Features & Benefits

• Safety valve 

• Closure kit 

• Interchangeable teeth

Optional Extras

“Always In Front”

Mini  
Blue
Mini excavators from 0.8–6 tonne

LOW MAINTENANCE

LIGHTWEIGHT

COST-EFFECTIVE

• Versatile 3-in-1 performance : ideal for sorting, 
light earthmoving, and landscaping clean-up

• Low-maintenance design

• Strong, durable build 

• Precision handling 

Advantages

• Landscapers

• Smaller earthmoving contractors

• Small metal recyclers

• Civil crews using compact machines

Ideal For

MINI BLUE



Technical Characteristics

Tonne
Reference KG

Volume
Litre

A  
mm

B 
mm

C 
mm

D 
mm

E 
mm

F 
mm

0.8 - 1.2 S080G 73 21 340 620 282 629 632 527

1.2 - 2.2 S100G 93 30 340 700 317 627 635 605

2.2 - 3.5 S230G 205 78 440 1150 334 695 785 764

3.5 - 6 S250G 209 78 440 1150 332 695 785 764

Key Differences

FEATURE MINI BLUE SORTING & DEMOLITION GRAB

Machine Size 0.8 – 6T 2.5 – 90T

Target User Landscapers, small recyclers Demolition, scrap, civil

Maintenance Minimal lubrication Heavy-duty industrial

Frame Lightweight V-frame Reinforced heavy structure

Cylinder Protection Standard Fully protected inside frame

Customisation Moderate High

Market Position Compact / entry Industrial / premium

Technical Characteristics

Mini Blue VS Sorting & Demolition Grab
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MINI BLUE



Wide Machine Compatibility

• Fits excavators from 2.5 tonne to 90 tonne

• Scalable for small to very large operations

360° Hydraulic Rotation

• Crown + 1 or 2 motors for precise handling

• Ideal for demolition and scrap applications

Motor Protection System

• Safeguarded against excess pressure and flow
• No additional drainage line required 

- lower install costs and improved reliability

Protected Cylinders

• Enclosed inside the frame to reduce damage risk

• Built for tough demolition environments

Multi-Cylinder Configurations
• Single, double, or triple cylinder options

• Optimised power for each size class

Versatile Shell Configurations
• Multiple shell sets available

• Customisable for specific applications

Reliable And Versatile

• Designed to pick, demolish, sort, load, 
and recycle materials efficiently

Features & Benefits

• Arden Jet: Water spray dust control system 

• Safety valves 

• Rubber between blade and counter blade 

• Added sides  

Optional Extras

“Always In Front”

Demolition & 
Sorting Grab
Excavators from 2.5 tonne – 90 tonne

Ideal For

• Construction & demolition 

• Recycling & waste management 

• Quarry & mining 

• Landscaping / Earthworks

SECURITY 

PERFORMANCE 

VERSATILITY 

ADAPTED DEVICE 

ROBUST CONSTRUCTION

• Available for excavators from 2.5 to 90 tonne 

• Versatility (recycling, demolition) 

• Available with free rotation or without rotation 

• Solid structure 

• Several sets of shells available & customisable on request 

• Drilling template on the top of the rotation to quickly fix 
all types of adapter plates

Advantages

DEMOLITION & SORTING GRAB
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Technical specifications

Carrier weight Reference
L  

Grab set width

H  
Height under the frame 

with the grab open

A  
Grab opening 
measurement

Tool 
weight1 Volume

t Ref. mm mm mm kg litre

0.8 - 1.2 S080G 340 282 620 73 21

1.2 - 2.2 S100G 340 317 700 93 30

2.2 - 3.5 S230G 440 334 334 205 78

2.5 - 4.5 S0223 400 350 1090 200 78

3.5 - 6 S250G 440 332 1150 209 78

4 - 6 S0303 460 395 1180 268 106

6 - 8 S0453 550 440 1290 370 146

7 - 10 S0603 650 500 1490 540 250

10 - 13 S0753 800 540 1710 695 395

11 - 15 S0803 800 540 1710 745 395

15 - 18 S1102 900 580 1840 930 470

18 - 21 S1402 1010 616 2000 1220 700

22 - 27 S1702 1120 252 2100 1500 820

25 - 32 S2002 1140 695 2200 1770 950

28 - 37 S2301 1210 674 2270 2100 1080

38 - 60 S3002 1450 620 2400 2850 1270

60 - 90 S6002 1600 900 3120 5600 2200

Technical Diagrams

Technical Characteristics

• Wide Machine Compatibility

• 360° Rotation

• Motor Protection System

• Protected Cylinders  
Inside Frame

• Multi-Cylinder Configurations
• Versatile Shell Configurations
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DEMOLITION & SORTING GRAB
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