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“Always In Front”

The SBA Range

Bucket

The SBA Quarry Bucket Range is engineered for
demanding earthmoving operations in highly abrasive 
environments. Designed to handle heavy-duty loading
across a wide variety of materials, these buckets are 
constructed using high-tensile steel and highly 
wear resistant materials to ensure durability and 
performance in all quarrying conditions.

SBA offers four standardised bucket designs, 
each tailored to meet the demands of different 
quarrying applications - from light rock handling 
to extreme heavy rock loading. While the models 
showcased below are standard options, each can 
be fully customised to meet your specific 
operational requirements.

EXCAVATOR QUARRY BUCKETS

Excavator
Quarry 
Buckets



STANDARD QUARRY 

BUCKET (SQB)

• Rock

• Rubble

• Hard Compact 
Ground

• Marine

HEAVY QUARRY 

BUCKET (HQB)

• Stone

• Sandstone

• Limestone

• Heavy Duty 
Quarry Application

HEAVY DUTY 

GP (HDGP)

• Abrasive Soils

• Compact

• Dense

• Clay

• Loose Rock

• Natural Sand 
and Gravel

COMPACT DESIGN

Precisely engineered with a minimal tip radius, 
the bucket is designed to maximise the machine’s 
breakout force and digging power, enhancing 
penetration into tough materials and improving 
overall productivity in demanding conditions.

OPTIMAL GEOMETRY

Featuring a dual-radius bowl and tapered side 
walls, the bucket is designed to closely follow the 
natural digging arc of the machine. This optimised 
geometry enhances material flow, reduces 
resistance during loading, and improves overall 
efficiency during operation.

HIGH PERFORMANCE

Constructed from extra high-tensile steel, the 
buckets are built for exceptional strength and 
durability, maximising service life while 
minimising maintenance requirements and 
operational downtime.

XTREME QUARRY 

BUCKET (XQB)

• Shot Rock

• Harsh Material

• Extreme Duty 
Quarry Application

• Heavy Ore

HDGP SQB HQB XQB

DUAL RADIUS /  TAPERED SIDE WALLS X X X X

REINFORCED GUSSETS X X X X

HARDENED PINS (coupler configuration) X X X X

INTERNAL/ EXTERNAL BOWL WEAR STRIPS X X X X

LIP PROTECTION X X X X

WING SHROUDS X X X X

HEEL PADS X X X

STRAIGHT EDGE SIDE STIFFENER X X X

CHOCKY BLOCKS X X X

UPSIZE EXTERNAL WEAR STRIPS X X

INTERNAL CHEEK STRIP LINER X X

EXTERNAL CHEEK STRIP LINER X

LIP STRIP LINER X

Applications

IMPROVED EFFICIENCY

The SQB, HQB and XQB are engineered with 
a straight leading edge to enhance material 
capacity, the buckets also feature splayed 
teeth that reduce heel drag and minimise 
unnecessary wear, resulting in improved 
digging efficiency and extended component life.

EXCAVATOR QUARRY BUCKETS



Built to perform where durability matters most, 
the SBA Loader Quarry Bucket is designed for 
high-abrasion, heavy-duty quarry applications. 
Manufactured using high-tensile steel and advanced 
wear-resistant materials, these buckets deliver long 
service life, consistent performance, and reduced 
downtime in demanding operations.

• Designed for severe abrasion and impact

• Reinforced wear zones for extended service life

• Reduced stress points

• Optimised bucket profile for high fill factor

• Low maintenance cost

• Custom-built to suit your machine and application

• Hard rock quarries

• Aggregate and sand production

• Overburden removal

• High-abrasion loading operations

SBA Quarry Buckets are purpose-built to maximise 
productivity while minimising wear and maintenance 
costs. Each bucket is designed with proven geometry 
and reinforced construction to withstand continuous 
loading in aggressive materials.

• Australian-engineered and made

• Proven performance in extreme conditions

• High-quality wear materials

• Reliable product support and service

LOADER QUARRY BUCKETS



1
VISIBILITY WINDOW

Improved operator sightlines

2
BOWL LINER

Reinforced internal wear zone

3
LIP & WING SHROUDS

Protection for high-wear leading edges

4
HEAVY DUTY TEETH

Improved penetration and reduced wear

5
TYRE DEFLECTOR

Reduced damage risk during loading

6
SPADE NOSE

Increased strength at critical impact points

Wear Packages

Options

Comprehensive wear protection options are available, supported by expert engineering advice to ensure the 
right wear package is selected. This delivers longer service life, improved productivity, and a lower total cost  
of ownership.

Below is an example of a bucket fitted with a rock re-handling specific wear package.

Already have a bucket? SBA can modify and upgrade existing buckets to handle harsher quarry conditions.

• Multiple bucket capacities

• Various cutting edge designs

• Full or strip bowl liners 

(internal & external)

• Choccy blocks and hard facing

HIGH PERFORMANCE

Engineered for demanding 
quarry conditions, the bucket 
delivers high fill factors, 
strong breakout performance, 
and consistent

IMPROVED EFFICIENCY

Optimised bucket geometry 
reduces spillage and improves 
material retention, helping 
operators achieve faster cycle 
times and increased productivity

OPTIMISED ENGINEERING

Strategically reinforced wear 
zones and proven design 
principles maximise service life 
while minimising maintenance 
and operating costs.

• Wide range of GET systems

• Chromium Carbide Liner

• Lip protection and 

multiple edge options

LOADER QUARRY BUCKETS




